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1 Summary and license terms

This work is licensed under a private use license that describes as follows:
You are suthiorized to;

FPrint and use the 30 prints of the 30 model for private use, in urilimited
guantity.

Share the images of your 30 prints of the 30 model on cormmunication
media such as social networks or websites.

What is riot allowed’
No cormmercial use or public sharing of the 30 model,
No modification or adsptation of the 30 mode! for public sharing or sale

No distribution, sale, donation or exchiange of the digital files of the 30
model.



= Bill OF Materials

2.1 30 PRINTING- BLACK PHRTS
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Quantity Part Number Nomenclature Source
" SPCR_2MM 2mm Spacer 30PRINT BLACK
1 SPCR-3IMM 3Imm Spacer 3JOPRINT BLACK
1 XP=2-8A1 Lower Deck 3OPRINT BLACK
1 XP2-BB3-1 Front LCA Left 3O0PRINT BLACK
1 XP2-B3-2 Front LCR Right 3OPRINT BLACK
2 XP2-BU6 Front UCA Right and Left 3OPRINT BLACK
2 XP2-8v8 Front Fixed-lenght Push-rod 30PRINT BLACK
1 XP2-12109 Upper Deck 3OPRINT BLACK
1 XP2-1238-1 Rear LCAH Right 3OPRINT BLACK
1 XP2-1238-2 Rear LCAH Left 3JOPRINT BLACK
1 XP2-1231-1 Rear UCAH Right 3OPRINT BLACK
1 XP2-1231-2 Rear UCAH Left 3JOPRINT BLACK
2 XP2-1234 Rear Traction Fixed-length Arm 30PRINT BLACK
2 XP2-1236 Rear Traction Fixed-length Arm 30PRINT BLACK
2 XP2-1231 Rear Traction Fixed-length Arm 30PRINT BLACK
1 XP2-1244 Rear Heave Spacer 3OPRINT BLACK
1 XP2-131 Servo Fixed-lenght Actuator 30PRINT BLACK
1 XP2-1312 Steering Lower Spacer 30PRINT BLACK
1 XP2-1313 Steering Upper Spacer 30PRINT BLACK
2 XP2-1315 Fixed-length Steering Rods 30PRINT BLACK
1 XP2-1401-1 Rear Bulkhead Right 3JOPRINT BLACK
1 XP2-1481-2 Rear BulkHead Left 3JOPRINT BLACK
1 XP2-1418 Adjustable Mator Support 30PRINT BLACK
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2.2 30 PRINTING - COLORED PARRTS

0 == u= ome = = O =

4 RPF1_Wheel 26mm Wheel (Enkei RPF1 replica) 30PRINT COLOR
4 SPCR_1(5mm) 1mm Spacer (Smm diameter) 30PRINT COLOR
2 [SSTnCrsl_as 3.5mm Spacer (5mm diameter) 30PRINT COLOR
1 XP2-BB2 Front Subframe 30PRINT COLOR
1 XP2-085 Front UCA and Caster Adjustability Support 30PRINT COLOR
1 XP2-0a71 Front Suspension Rocker Arm 30PRINT COLOR
1 XP2-89 Flex plate 3OPRINT COLOR
2 XP2-836 Front Suspension Spacer 30PRINT COLOR
2 XP2-11v82 Battery Support 30PRINT COLOR
1 XP2-1883 Body post front magnet support 30PRINT COLOR
1 XP2-1884 ESC Support 30PRINT COLOR
1 XP2-1214-1 Front Knuckle Right 30OPRINT COLOR
1 XP2-114-2 Front Knuckle Left 30PRINT COLOR
1 XP2-1232-1 Rear BellCrank Right 30OPRINT COLOR
1 XP2-123=2-2 Rear BellCrank Left 3OPRINT COLOR
1 XP2-1235-1 Rear Knuckle Right 30PRINT COLOR
1 XP2-1235-2 Rear Knuckle Left 3OPRINT COLOR
1 XP2-1241 Rear Heave Crank 30PRINT COLOR
1 XP2-1242 Rear Heave Rocker 3OPRINT COLOR
1 XP2-13838 Steering Lever Arm 30PRINT COLOR
1 XP2-13109 Steering Whiper 30PRINT COLOR
1 XP2-141 Motor Support Spacer 30PRINT COLOR
1 XP2-1421 14T Belt Pulley 30PRINT COLOR
1 XP2-1422 Main Shaft Cover 3OPRINT COLOR
1 XP2-1423 38T Belt Pulley First Stage 30PRINT COLOR
1 XP2-1425 29T Belt Pulley 3OPRINT COLOR
1 XP2-1426 Secondary Shaft End Cap 30PRINT COLOR
1 XP2-1428 14T Belt Pulley 30OPRINT COLOR
1 XPB-1429 g?r'l' Belt Conversion for Rhino C-LSO 7/ YDO2 SOPRINT COLOR
’ XP2-1430) Zgaaizlf_ltted 14T Pinion to 14T Belt Fulley S0PRINT COLOR
1 XP2-14408 Rear Subframe 3OPRINT COLOR
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=2.3 SHOPRING LIST

14T _PINION

Standard 14T 48p pinion

SHOP
1 540_MOTOR.3 Standard 5412 Size Motor SHOoP
e g'lzeg&Eanggﬁéﬁg [;nEtEB?/?/?] o SHOP
1 Battery "Shorty” type battery SHOP
g BB-18X15X4.4 Ball Bearing - 00: 1Smm, ID:1@mm, WIDTH: 4mm | ggp
M BB-5X9X31 Ball Bearing - O0: Smm, I0: Smm, WIDTH: 3mm | gqgp
1 Differential Rhino C-LS0 Differential (RR-582) or Yokomo
Standard Oifferential (Y2-5BBGSHA) SHOP
1 HTO3MBELT_42T (red) |42T HTD3M belt (3 or 4 mm) SHOP
= HTOSMBELT_52T (diff) | 52T HTD3M belt (3 or 4 mm) SHOP
(=] SO1Be4= M3x180 CounterSunk ISO1B642 M3X18 Screw SHOP
= 1ISO1BB42 M3X6 CounterSunk 1ISO18642 M3X6 Screw SHOP
34 ISO1BE42 M3x8 CounterSunk 1IS01B642 M3x8 Screw SHOP
4 1ISO1BBE42 M4x18 ISO1BB42 M4x18 Countersunk screw SHOP
5 IS04026-M3x19 M3x18 hexagon socket set screw 1IS04826 SHOP
2 1S01388 M3X19 ButtonHead ISO1388 M3x18 Screw SHOP
4 ISO13880 M3X12 ButtonHead ISO1380 M3x12 Screw SHOP
4 1ISO1388 M3x16 ButtonHead 1ISO01388 M3x16 Screw SHOP
4 ISO1388 M3x20 ButtonHead ISO13810 M3x20 Screw SHOP
5 ISO1388 M3X65 ButtonHead IS01388 M3x6 Screw SHOP
14 ISO13880 M3x8 ButtonHead M3x8 screw SHOP
1 LHN-45 Long Hex Nut M4 (45mm) SHOP
1 LHN-68 L.ong Hex Nut M4 (68mm) SHOP
1 RN-12 Round Nut M3 (1@mm) SHOP
=) RN-15 Round Nut M3 (15mm) SHOP
3 RN-20 Round Nut M3 (28mm) SHOP
2 RN-25 Round Nut M3 (28mm) SHOP
2 RN-38 Round Nut M3 (38mm) SHOP
4 RN-35 Round Nut M3 (35mm) SHOP
1 Servo Low Profile type Servo SHOP
1 ServoHorn Standard Servo Horn (Metal) SHOP
4 Shock_Bottom 55mm Shock Absorbers (Bottom Part) SHOP
4 Shock_Top 55mm Shock Absorber (Top Part) SHOP
271 TI-4 Brass Threaded Insert (M3x4x4,5) SHOP
2 TI-6 Brass Threaded Insert (M3x6x4,5) SHOP
4 WHEEL _HEX Wheel Hexagon SHOP
YOKOMO_4TMMRAXLE_2 | Yokamo 41749mm Rear Axle (Yokomo Y2-818) | gHqgp
YOKOMO_FRONTEXLE Yokomo Simple Front Axle Yokomo YD-2 (YZ2- SHOP

DNBFHEA)
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2.4Recommended parts for XP2 Chassis

1311 8344
1111 Mi111]

Aluminium Balljoints

Rhino C-LSO

or

YO=Z OFF

Basic low-profile servo 188
degrees]

S5mm Dampers

Yokoma 4 1mm Rear Axles

Yokoma Front Axle

— — DIFF Protections

[IF not included with diff or axles]

und standoff spac

Round Nuts (Standaffs)

W’ . Q"
Long Hex Nuts (Standoffs)

M3 .0D=5mm I ~100m:

(7:- HTD 3M Timing Belt

HTD3M Belts

3M Belt Width:4/5/6/8/9/10mm
Belt 1ength:99mm~225mm



https://es.aliexpress.com/item/1005008596966457.html?spm=a2g0o.productlist.main.9.7ac1KLZlKLZle4&algo_pvid=df2acd9c-be31-40ae-80bd-02a62adc3506&algo_exp_id=df2acd9c-be31-40ae-80bd-02a62adc3506-4&pdp_ext_f=%7B%22order%22%3A%2220%22%2C%22eval%22%3A%221%22%7D&pdp_npi=4%40dis%21EUR%212.54%212.04%21%21%212.81%212.26%21%402103917f17456649113163479e6735%2112000045885584903%21sea%21ES%210%21ABX&curPageLogUid=GjX9LtpOsr9c&utparam-url=scene%3Asearch%7Cquery_from%3A
https://www.rcmart.com/rhino-racing-lightweight-c-lsd-differential-assembly-unit-set-for-shark-yd2-transmission-rr-610-00128937?srsltid=AfmBOopzN5oAKxiHKpY-_cgvVnUVX6x6HYbfTzec3svTzJp76BfJ44th
https://www.rcpro.it/it/team-reved/1535-yokomo-yd-2-resin-bevel-gear-diff-assy-inc-aluminium-drive-cup.html
https://es.aliexpress.com/item/1005008476615032.html?spm=a2g0o.productlist.main.15.588aJAREJAREIk&algo_pvid=286ae43b-69b8-4fd6-bc12-ffa8e32a17dd&algo_exp_id=286ae43b-69b8-4fd6-bc12-ffa8e32a17dd-14&pdp_ext_f=%7B%22order%22%3A%2219%22%2C%22eval%22%3A%221%22%7D&pdp_npi=4%40dis%21EUR%2129.33%2113.49%21%21%21235.77%21108.44%21%40210390b817541509688025787ebcfd%2112000046312959675%21sea%21ES%211692841698%21X&curPageLogUid=SnW1QVyaqooo&utparam-url=scene%3Asearch%7Cquery_from%3A
https://www.yeahracing.com/yeah-racing-qutus-slider-55mm-damper-set-for-1-10-rc-drift-car-black-dbb-1055bk-00082906
https://www.driftparadiz.fr/en-en/products/universal-cardan-47mm-yokomo?_pos=1&_psq=yokomo+47mm&_ss=e&_v=1.0
https://www.driftparadiz.fr/en-en/products/aluminum-rocket-axis-yokomo?_pos=225&_sid=00efc55db&_ss=r
https://www.driftparadiz.fr/en-en/products/protection-outputs-of-aluminum-differentials-yokomo?_pos=208&_sid=00efc55db&_ss=r
https://es.aliexpress.com/item/32832544494.html?spm=a2g0o.order_list.order_list_main.43.42db1802siL3V6&gatewayAdapt=glo2esp
https://es.aliexpress.com/item/1005007494877932.html?spm=a2g0o.order_list.order_list_main.197.42db1802siL3V6&gatewayAdapt=glo2esp
https://es.aliexpress.com/item/1005008682939954.html?spm=a2g0o.detail.pcDetailTopMoreOtherSeller.1.524aX1w9X1w9XQ&gps-id=pcDetailTopMoreOtherSeller&scm=1007.40050.354490.0&scm_id=1007.40050.354490.0&scm-url=1007.40050.354490.0&pvid=94fe8ef0-032b-4a5f-b891-d4bffc7b7f10&_t=gps-id:pcDetailTopMoreOtherSeller,scm-url:1007.40050.354490.0,pvid:94fe8ef0-032b-4a5f-b891-d4bffc7b7f10,tpp_buckets:668%232846%238116%232002&pdp_ext_f=%7B%22order%22%3A%22227%22%2C%22eval%22%3A%221%22%2C%22sceneId%22%3A%2230050%22%2C%22fromPage%22%3A%22recommend%22%7D&pdp_npi=6%40dis%21EUR%212.50%211.85%21%21%2119.75%2114.63%21%40210385bb17686732432742912ed54a%2112000046225911941%21rec%21ES%211692841698%21X%211%210%21n_tag%3A-29919%3Bd%3Addae856e%3Bm03_new_user%3A-29895&utparam-url=scene%3ApcDetailTopMoreOtherSeller%7Cquery_from%3A%7Cx_object_id%3A1005008682939954%7C_p_origin_prod%3A
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3 Design annotations

3.1 Control arms lengths (As Reference)

This chassis comes with printable control arms. Al of them can be swapped
for the conventional turnbuckles.

The idea behind this is to reduce costs and give the user a good starting point
for the alignment.Rear suspensian

3.2 Front Suspension

The front suspension is a standard double wishbone setup. For the standard
version, there's no adjustment in camber or track width. There are a few
optional parts on the way to purchase.

The main feature of this suspension setup is the mono-shock design. This
type of setup stiffens up the roll allowance of the front of the chassis, acting
as a sway bar. It is translated to enhanced grip at the front. The more roll is
allowed at the rear, the greater the front grip will be.
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The slider acts as an anti-roll bar. Further up front means a stiffer chassis,
the rear roll movement applies more force to the front. Further back means
the rear roll is absorbed by the Flex of the chassis, meaning the front is free
and less force is transferred.

3.3 Caster and Ackerman positions

A l [ -
- '.\ -

|

By changing the pasition of the steering linkage, you can adjust Ackerman.
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4 30 of the chassis for assembly

In the ZIP file there's a 30PDOF view to interact with and see the chassis
assembly and it's components. Follow the instructions below:

1- Open Adobe Acrobat (Free or Pro) desktop app on your PC.

2- When scrolling dovvn the last page, it will appear as a blank page, but
you will see that you can click on an gption button with two options.
Click on the first option:

Considerar este documento de confianza solo una vez

@ Se ha deshabilitado el contenido en 3D y multimedia. Habilita esta funcién si confias en el documento.

Considerar este documento de confianza siempre

3- After this, click on the white page when the hand mouse icon appears,
and the 3D viewer will load.

IF this doesn't work, do the following:

e [0 to preferences of your Adobe Acrobat application.
e [Goto 30 and multimedia elements

e Enable 30 and multimedia playback

e [lose the Application and open again the file.

=Menill < Y XP1-3DModelPDF  x

Todas las herramientas ~ Editar ~ Convertir ~ Firma electronica Buscar texto o herramientas ‘Q

- s - 0 &

Categorias Opeiones para elementos 30 y mulimedia

Comentarios [ Habilitar la reproduccion de elementos 3D y mu\l\medlq

L Documentos Opeiones de procesador
General

S Pantalla completa Procesador preferido DireciX 9 v

= Presentacion de pagina

2 [ Habilitar proces amisnto de hardware para tarjetas de video heredadas
Accesibilidad
Adminisliador e confianza [ Activar procesamiento de doble cara

<, Buscar :

Mado de procesamiento de PMI en 3D preferido: | Usar configuracidn de contenida -
I D [JRepresentar puntos como cruces

Elementos mulimedia de confianza (heredado

e, ¢ ) Opciones de herramienta 3D
Fimas
Formularios Abrir drbol modelo en Ia activacion 30 Usar configuracion de Anotacion  ~
IAgenerativa
Identidad Estado de barra de Usar én de Anotacion  ~
ldioma
Internet [AActivar 1a seleccién de 1a herramienta Mano
Jaascipt A Censalidar herramientas en a barra de herramientas 30
Lectura
Wedicin (20) [P Adtvar ransiciones. devista
Hedicicn (30) [ZIMostrar eje de orientacién 3D
Wedicién (Geo)
Ortografia o P ——
Rastrongor poiones de degradado automatico
Revisién Esquema de optimizacion para frecuencia de fologramas baja: | Guadro delimitador &
Sequridad
Seguridad (mejorada) Wmirallde e e e d e —— 5  frs
Senitios en linea de Adobe
Unidades

Cancelar

19
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4- Use the Assembly Tree to navigate through the components and
hide/show them. Use the left mouse button to rotate, Ctri+ left mouse
button to pan and right mouse button to zoom in/out.

5- The components get highlighted on the 30 view when selected on the
Tree and viceversa.

6- ENJOY!

"
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5 Assembly instructions

Step 1 — Sub-assembly XP2-1140_FrontBellCrank

20 parts

Assembly notes

1
2
3
4
5

wWi~Ninliw—

Install threaded inserts

Press the bearings

Install the worm screws and the round nuts

Install spacers and ball studs

The shaft may need to be filed down slightly to fit into the ball bearing.

XP1-007 x1 2 | BB-5X9X3 x2

RN-15 x2 — Round Nut M3 (15mm) 4 ) BallJoint_ 4.8mm x3 — 4.8mm BallJoint (6mm thread)
XP1-036 x2 6 ) RN-20 x1 — Round Nut M3 (20mm)

ISO7380 M3x8 x2 — ButtonHead M3x8 screw 8 ) TI-6 x3

SPCR_ZMM x2 — 2mm Spacer 10/ ISO 4026 SCREW M3x10 GRADE A STEEL HEX SOCKE...

=2
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Step 2 — Sub-assembly XP2-1020

4 parts — built 2 times

Assembly notes

1 Put together the round nut with the spacer and ball stud
2 ) Keep the screw to install later to the upper deck

1) RN-30 x1 — Round Nut M3 (30mm) 2 | Ballloint_4.8mm x1 — 4.8mm Ballloint (6mm thread)
3 ) ISO 10642 SCREW M3x10 STEEL HEXAGON SOCKET ... 4 ) SPCR_2MM x1 — 2mm Spacer

13



MMC XP2 Orift Chassis manual

Step 3 — Sub-assembly XP2-1003_BatterySupport

3 parts — built 2 times

Assembly notes

1 Install threaded inserts

1) XP2-1002 x1 — Battery Support 2 ) TI-4 x2

14
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Step 4 — Sub-assembly XP2-1030

9 parts

g 4

Assembly notes

1) Install threaded inserts
2 ) Bolt down the round nuts with the screws
3 Keep the two countersunk screws to assemble this sub-assembly to the chassis.

1) XP2-1003 x1 — Body post front magnet support 2 ) RN-20 x2 — Round Nut M3 (20mm)
3 ) 1SO7380 M3x8 x2 — ButtonHead M3x8 screw 4] 15010642 M3x8 x2 — CounterSunk ISO10642 M3x8 _..
5) TI-4 x2

15
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Step 5 — Sub-assembly XP2-1040

5 parts

Assembly notes

1) Install the threaded inserts
2 ) Keep the countersunk screws to assemble this sub-assembly to the chassis.

1) XP2-1004 x1 — ESC Support 2 ) 15010642 M3x6 x2 — CounterSunk ISO10642 M3x6 ...
3) TI-4 x2

16



MMC XP2 Orift Chassis manual

Step 6 — Sub-assembly XP2-1000_Chassis

XP2 Structural Chassis — 64 parts

Assembly notes

1
2
3
4

Install the threaded inserts

Install the spacers and ball studs

Pop in the XP2-1020 sub-assemblies to the lower deck
Bolt down all the round nuts and sub-assemblies

1) XP2-001 x1 — Lower Deck 2 ) XP2-1010 x1 — Upper Deck

3 ) XP2-1003_BatterySupport x2 4 ) XP2-1040 x1

5 ) XP2-1030 x1 6 ) RN-35 x4 — Round Nut M3 (35mm)
7) XP2-1020 x2 8 ) RN-15 x4 — Round Nut M3 (15mm)
9

Ballloint_ 4.8mm x4 — 4.8mm Ballloint (6mm thread) 10) 1SO10642 M3x8 x16 — CounterSunk 1SO10642 M3x8...
TI-6 x4 12) SPCR_2ZMM x2 — 2mm Spacer
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Step 7 — Sub-assembly XP2-1110

13 parts

Assembly notes

1) Install the threaded inserts (outside are 6mm long, inside are 4mm long)
2 ) install the ball studs

1) XP2-002 x1 — Front Subframe 2 | Ballloint_4.8mm x4 — 4.8mm Ballloint (6mm thread)
3) TI-6 x4 4] TI-4 x4

18
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Step 8 — Sub-assembly XP2-1120-1

3 parts

Assembly notes

1) Install the threaded insert.
2 Install the ball stud.

1) XP2-003-1 x1 — Front LCA Left 2 ) Ballloint_4.8mm x1 — 4.8mm Ballloint (6mm thread)
3 TI-6 x1

19
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Step 9 — Sub-assembly XP2-1120-2

3 parts

Assembly notes

1) Install the threaded insert.
2 Install the ball stud.

1) XP2-003-2 x1 — Front LCA Right 2 ) Ballloint_4.8mm x1 — 4.8mm Ballloint (6mm thread)
3) TI-6 x1

=21
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Step 10 — Sub-assembly XP2-1100_Suspension_Front_|

23 parts

Assembly notes

1 Pop in the lower control arms to the ball studs
2 ) Keep the countersunk screws to assemble this sub-assembly to the chassis

1) XP2-1120-1 x1 2 ) XP2-1120-2 x1
3 ) XP2-1110 x1 4 ) 15010642 M3x8 x4 — CounterSunk 1ISO10642 M3x8 ...

=21
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Step 11 — Sub-assembly XP2-1450-1

19 parts

Assembly notes

1
2
3

@ﬁ\@
@ &
50
N
W&

Bolt down the rear round nut with the screw
Keep the countersunk screws to assemble this sub-assembly to the chassis

XP2-1401-1 x1 — Rear Bulkhead Right 2 ) RN-15 x1 — Round Nut M3 (15mm)
ISO7380 M3x16 x1 — ButtonHead 1SO7380 M3x16S... 14 ) 1SO10642 M3x8 x4 — CounterSunk ISO10642 M3x8 ...
TI-6 x12

(==
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Step 13 — Sub-assembly XP2-1450-2

19 parts

Assembly notes

1
2
3

Install all threaded inserts
Bolt down the rear round nut with the screw

Keep the countersunk screws to assemble this sub-assembly to the chassis

XP2-1401-1 x1 — Rear Bulkhead Right
I1SO7380 M3x16 x1 — ButtonHead 1SO7380 M3x16 S...
TI-6 x12

2
4

RN-15 x1 — Round Nut M3 (15mm)

I1ISO10642 M3x8 x4 — CounterSunk ISO10642 M3x8 ...

=23
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Step 12 — Sub-assembly XP2-1409

8 parts

Assembly notes

1. Keep the pulleys un-assembled for the next steps

1) XP1-023 x1 2 ) XP1-022 x1
3 ) XP1-021 x1 4 ] BB-10X15X4 x2
5 ) LHN-60 x1 — Long Hex Nut M4 (60mm) 6 ) 1SO10642 M4x10 x2 — 15010642 M4x10 Countersun...

=24
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Step 14 — Sub-assembly XP2-1410

8 parts

Assembly notes

1) Keep the pulleys un-assembled for the next steps

1) XP1-025 x1 2 | XP1-028 x1
3 ) XP1-026 x1 4 ) BB-10X15X4 x2
5 ) LHN-45 x1 — Long Hex Nut M4 (45mm) 6 | 1SO10642 M4x10 x2 — 1SO10642 M4x10 Countersun...

25
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Step 15 — Sub-assembly DriveGear

2 parts

Assembly notes

1. Press fit the pinion to the pulley (May need a vise)

1) XP2-1430 x1 — Press-fitted 14T Pinion to 14T Belt P... 2 | 14T_PINION x1 — Standard 14T 48p pinion

[=J=)
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16 — Sub-assembly RDX SPOOL

RDX SPOOL — 3 parts

1) SPOOL x1 2 ) CUP x2

=
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Step 17 — Sub-assembly XP2-1411-RDX

10 parts

Assembly notes

1 Assemble the RDX spool (or yokomo/rhino/KKPIT diff) and screw the pulley to the diff.
2 ) Install the bearings and then the end caps of the diff (RDX only).

1) XP2-1412 x1 2 ) RDXSPOOL x1 — RDX SPOOL
3 ) BB-10X15X4.4 x2 — Ball Bearing - OD: 15mm, ID: 10... 4 ) |SO7380 M3x10 x4 — ButtonHead 1SO7380 M3x10 S...

=28
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Step 18 — Sub-assembly XP2-1400_DriveTrain

82 parts

Assembly notes

1
2
3
4
5
6

Install the diff and XP2-1410 (without the outer pulleys) with the belt around them.

Install XP2-1409 (without the outer pulleys).

Once thses three are in place, install all outer pulleys (except the XP2-022), belt and screws.

Install the middle eound nut spacer with the screws.

Then install XP2-1417 and XP2-018 snd it's bearing and screws.

Finally, install the motor and pulley with it's belt.

540_MOTOR «x1
XP2-1450-1 x1
XP2-1408 x1

HTD3MBELT_42T (red.) x1 — 42T HTD3M belt (3 or 4...

XP2-1411-RDX x1
XP2-1410 x1
BB-10X15X4 x1

1SO7380 M3x12 x4 — ButtonHead 1SO7380 M3x12 S...

ISO7380 M3x8 x2 — ButtonHead M3x8 screw

XP2-1450-2 x1
XP1-018 x1
XP2-1417 x1 — Motor Support Spacer

HTD3MBELT_52T (diff) x1 — 52T HTD3M belt (3 or 4...

HTD3MBELT_50T (diff) x1
DriveGear x1
RN-25 x1 — Round Nut M3 (20mm)

1SO7380 M3x10 x2 — ButtonHead 1SO7380 M3x10 S...
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Step 19 — Sub-assembly XP2-1210

25 parts

Assembly notes

1
2
3

Install all threaded inserts.
Screw all the ball studs.

Keep the 4 screws to assemble this sub-assembly to the chassis.

XP2-1440 x1 — Rear Subframe
ISO7380 M3x12 x4 — ButtonHead 1SO7380 M3x12 S...

2 ) Ballloint_4.8mm x10 — 4.8mm BallJoint (bmm thread)
4 ) TI-6 x10
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Step 20 — Sub-assembly XP2-1211-1

3 parts

Assembly notes

1! Install the threaded insert and the ballstud.

1) XP2-1231-1 x1 — Rear UCA Right 2 | Ballloint_4.8mm x1 — 4.8mm Ballloint (6mm thread)
3 TI-6 x1

3
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Step 21 — Sub-assembly XP2-1211-2

3 parts

Assembly notes

1) Install the threaded insert and the ballstud.

1) XP2-1231-2 x1 — Rear UCA Left 2 | Ballloint_4.8mm x1 — 4.8mm Ballloint (emm thread)
3) TI-6 x1
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Step 22 — Sub-assembly XP2-1260-1_RearKnuckle_R

10 parts

Assembly notes

1) Install all threaded inserts and ball studs.
2} Press the bearings.

1) XP2-1235-1 x1 — Rear Knuckle Right 2 ) WHEEL_HEX x1 — Wheel Hexagon

3 ) BB-10X15X4 x1 4 ) BB-5X9X3.1 x1 — Ball Bearing - OD: 9mm, ID: 5mm, ...

5 ) Ballloint_4.8mm x3 — 4.8mm BallJoint (6mm thread) 6 ) TI-6 x3
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Step 23 — Sub-assembly XP2-1260-2_RearKnuckle_L

10 parts

Assembly notes

1) Install all threaded inserts and ball studs.
2} Press the bearings.

1) XP2-1235-1 x1 — Rear Knuckle Right
3 ) WHEEL_HEX x1 — Wheel Hexagon

5 ) BB-5X9X3.1 x1 — Ball Bearing - OD: 9mm, ID: 5mm, ...

2 ) BB-10X15X4 x1
4 ) BallJoint_4.8mm x3 — 4.8mm BallJoint (6mm thread)
6) Tl-6 x3
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Step 24 — Sub-assembly XP2-1200_Suspension_Rear_|

55 parts

Assembly notes

1) Pop all the arms in place and keep the sub-assembly to install it to the chassis.

XP2-1210 x1

XP2-1250-1 x1

XP2-1211-1 x1
XP2-1260-2_RearKnuckle_L x1

XP2-1211-2 x1

XP2-1250-2 x1

XP2-1260-1_RearKnuckle_R x1

XP2-1236 x2 — Rear Traction Fixed-length Arm

~NJwfw =
@ s liN
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Step 25 — Sub-assembly XP2-1240-1_RearBellCrank

14 parts

Assembly notes

Install all threaded inserts, spacers and ballstuds.

1

2 ) Press the bearings.

3 ) ensure the round nut passes through the bearings, otherwise, a little file down might be needed.

4 ) Make sure the screw passes through the entire length of the assembly with the outer spacers included.

1) XP2-1232-1 x1 — Rear BellCrank Right 2 | BB-5X9X3 x2

3 ) 1SO7380 M3x16 x1 — ButtonHead ISO7380 M3x16S... (4 ) RN-10 x1 — Round Nut M3 (10mm)

5 ) Ballloint_ 4.8mm x3 — 4.8mm BallJoint (6mm thread) 6 ) SPCR_1 (5mm) x2 — Tmm Spacer (5mm diameter)
7) TI-6 x2 8 ) TI-4 x1

9 ) SPCR_2MM x1 — 2mm Spacer
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Step 27 — Sub-assembly XP2-1240-2_RearBellCrank

14 parts

Assembly notes

Install all threaded inserts, spacers and ballstuds.

1

2 ) Press the bearings.

3 ) ensure the round nut passes through the bearings, otherwise, a little file down might be needed.

4 ) Make sure the screw passes through the entire length of the assembly with the outer spacers included.

1) XP2-1232-2 x1 — Rear BellCrank Left 2 ) 1SO7380 M3x16 x1 — ButtonHead 1SO7380 M3x16 S...
3 ) RN-10 x1 — Round Nut M3 (10mm) 4 ) BB-5X9X3.1 x2 — Ball Bearing - OD: 9mm, ID: 5mm, ...
5 ) Ballloint_4.8mm x3 — 4.8mm BallJoint (emm thread) 6 ) TI-6 x2

7 ) SPCR_1(5mm) x2 — 1mm Spacer (5mm diameter) 8 ) TI-4 x1

9 ) SPCR_ZMM x1 — 2mm Spacer
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Step 26 — Sub-assembly XP2-1240_RearHeaveCrank

22 parts

Assembly notes

1

e

Install all threaded inserts.

Screw down the worm screw and the round nut to it.

Press the two side bearings.

Make sure the central round nut passes through the bearings, otherwise a little bit of file down moght be needed.
On the other side, install the central heave bearing and secure it with the two screws.

Assembly the two sub-assemblies and install the central spacer and ball stud.

XP2-1242 x1 — Rear Heave Rocker XP2-1241 x1 — Rear Heave Crank

2
RN-25 x1 — Round Nut M3 (20mm) 4 ) BB-5X9X3.1 x3 — Ball Bearing - OD: 9mm, ID: 5mm, ...
SPCR_3.5 (5mm) x2 — 3.5mm Spacer (5mm diameter) 6 ) RN-15 x1 — Round Nut M3 (15mm)
Ballloint_ 4.8mm x3 — 4.8mm Ballloint (6mm thread) 8 | 1SO7380 M3x8 x2 — ButtonHead M3x8 screw
1SO4026-M3x10 x1 — M3x10 hexagon socket set scr...  (10) ISO7380 M3x6 x2 — ButtonHead ISO7380 M3x6 Scr...
XP2-1244 x1 — Rear Heave Spacer 12) TI-6 x2
SPCR_ZMM x1 — 2mm Spacer 14, TI-4 x1
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Step 28 — Sub-assembly XP2-1300_Steering

18 parts

:

Assembly notes

(Sorry this image is a bit confusing!)

1

2 ) Install all the 4mm threaded inserts to the XP2-1310 part.

3 ) Install the remaining 6mm threaded insert to the XP1-009 part.

4 ) Install the spacers and ball studs to the steering whiper.

5 ) Press the two bearings to the XP1-009 part.

6 ) Keep the XP2-1312 and XP2-1313 sapcers aside for the assembly to the chassis.

1) XP1-009 x1 2 ) XP2-1310 x1 — Steering Whiper

3 ) XP2-1312 x1 — Steering Lower Spacer 4 ) XP2-1313 x1 — Steering Upper Spacer
5 ) BB-5X9X3.1 x2 — Ball Bearing - OD: 9mm, ID: 5mm, ... (6 Ballloint_4.8mm x3 — 4.8mm BallJoint (6mm thread)
7] 1SO7380 M3x6 x2 — ButtonHead ISO7380 M3x6 Scr... (8 ) TI-6 x1

9 ) TI-4 x4 10/ SPCR_ZMM x2 — 2mm Spacer
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Step 29 — Sub-assembly XP2-1150-1_FrontKnuckle_R

13 parts

Assembly notes

1
2
3
4
5

wiviniw=

Install all threaded inserts

Press the bearings

Install all ballstuds

Screw the worm screw and install the round nut (steering stopper)

Install the Yokomo front axle through the bearings and install the wheel hexagon.

XP1-014-1 x1 2 | WHEEL HEX x1 — Wheel Hexagon
YOKOMO_FRONTAXLE x1 — Yokomo Simple Front ... 4 ) BB-5X9X3.1 x2 — Ball Bearing - OD: 9mm, ID: 5mm, ...
RN-10 x1T — Round Nut M3 (10mm) 6 ) Ballloint_4.8mm x3 — 4.8mm BallJoint (Emm thread)
1S04026-M3x10 x1 — M3x10 hexagon socket set scr... (8 ) TI-6 x2

TI-4 x1
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Step 30 — Sub-assembly XP2-1150-2_FrontKnuckle_L

13 parts

Assembly notes

1
2
3
4
5

wiviniw=

Install all threaded inserts

Press the bearings

Install all ballstuds

Screw the worm screw and install the round nut (steering stopper)

Install the Yokomo front axle through the bearings and install the wheel hexagon.

XP2-1014-2 x1 — Front Knuckle Left 2 | WHEEL HEX x1 — Wheel Hexagon
YOKOMO_FRONTAXLE x1 — Yokomo Simple Front ... 4 ) BB-5X9X3.1 x2 — Ball Bearing - OD: 9mm, ID: 5mm, ...
RN-10 x1T — Round Nut M3 (10mm) 6 ) Ballloint_4.8mm x3 — 4.8mm BallJoint (Emm thread)
TI-6 x2 8 ) 1SO4026-M3x10 x1 — M3x10 hexagon socket set scr...
TI-4 x1
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Step 31 — Sub-assembly XP2-1350_Servo

9 parts

Assembly notes

1) Install the spacer and the ballstud to the servo horn in this position.

1) Servo x1 — Low Profile type Servo 2 ) ServoHorn x1 — Standard Servo Horn (Metal)
3 ) Ballloint_4.8mm x1 — 4.8mm BallJoint (6mm thread) 4 ) 1SO7380 M3x8 x4 — ButtonHead M3x8 screw
5 ) ISO7380 M3x6 x1 — ButtonHead 1SO7380 M3x6 Scr... 6 | SPCR-3MM x1 — 3mm Spacer
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Step 32 — Sub-assembly XP2-1160_FlexAdjustment

5 parts

Assembly notes

1) Install the threaded inserts and keep aside to install it on the chassis’ upper deck.

1) XP2-009 x1 — Flex plate 2 | 1SO7380 M3x8 x2 — ButtonHead M3x8 screw
3) T4 x2
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Step 33 — Sub-assembly YOKOMO_47MMAXLE

Yokomo Rear Axle (Yokomo Y2-010) — 2 parts — built 2 times

-

1) YOKOMO_REARAXLE x1 2 | YOKOMO_47MMAXLE x1 — Yokomo Rear Axle (Yok...

Step 36 — Sub-assembly 55mm Shock Absorber

2 parts — built 4 times

1) Shock Top x1 — Shock Absorber (Top Part) 2 ) Shock Bottom x1 — Shock Absorbers (Bottom Part)

a4



MMC XP2 Orift Chassis manual

Step 34 — Sub-assembly XP2-1130

13 parts

Assembly notes

1) Install all threaded inserts.
2 | Install the ballstuds.

1) XP1-005 x1
3) TI-6 x4

2 ) Ballloint_4.8mm x4 — 4.8mm Ballloint (emm thread)
4) TI-4 x4
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Step 35 — Sub-assembly XP2-1100_Suspension_Front_lII

19 parts

Assembly notes

1. Pop in the upper arms to the ball studs and keep to install it to the upper deck.

1) XP1-006 x2 2 ) XP2-1130 x1
3 ) 1SO10642 M3x8 x4 — CounterSunk ISO10642 M3x8 ...
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Step 37 — Final assembly

All sub-assemblies and loose hardware in place

FEEEHEEHE®®@E

XP2-1000_Chassis x1 — XP2 Structural Chassis
Battery x1 — "Shorty" type battery
XP2-1350_Servo x1
XP2-1150-1_FrontKnuckle_R x1
XP2-1160_FlexAdjustment x1
XP2-1100_Suspension_Front_Il x1
XP2-1240-2_RearBellCrank x1
XP2-1240_RearHeaveCrank x1
XP2-1240-1_RearBellCrank x1
XP2-1140_FrontBellCrank x1
XP2-1300_Steering x1

BEEEEE@EEE
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Wheels x4

XP2-1400_DriveTrain x1
XP2-1100_Suspension_Front_| x1

55mm Shock Absorber x4
XP2-1150-2_FrontKnuckle_L x1
XP2-1200_Suspension_Rear_| x1

XP2-008 x2 — Front Fixed-lenght Push-rod
XP2-1315 x2 — Fixed-length Steering Rods
XP2-1311 x1 — Servo Fixed-lenght Actuator
XP2-1234 x4 — Rear Traction Fixed-length Arm
Y

®EEEEEEEEE

GDOEE®EOEEHR®@E

OKOMO_47MMAXLE x2 — Yokomo Rear Axle (Yok...
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